PLASCON FLOOR ETCHING SOLUTION

PRODUCT DESCRIPTION & USES: Plascon Floor Etching Solution is an aqueous wash solution based on phosphoric acid intended for concrete and terrazzo floor surfaces by reaction to promote adhesion of subsequent paint coating. The etching action is complete when the etched surface turns whitish.

ADVANTAGES: Etches concrete/terrazzo surfaces hence promoting the adhesion of subsequent paint film.

APPLICATION: By brush only.

THINNING: Use as supplied. Do not thin.

SPREADING CAPACITY: 8 - 10m²/Lt depending on porosity of the floor.

EQUIPMENT CLEANER: Water.

PACK SIZE: 1Lt & 5 Lt containers.

SPECIFICATIONS:
New, Unpainted Concrete/Terrazzo Floors
Ensure that the floor has been left to completely dry for at least 6 months and free from underneath moisture. Remove all dust, then apply a generous wash of floor etching solution and allow reaction to proceed to completion (floor turns whitish). Wash off thoroughly with clean water to remove excess acid and allow to dry before painting.

Old, Unpainted Concrete/Terrazzo Floors
Degrease the surface using Plascon Degreaser and allow to dry. Remove all the dust and any other dirt coating. Apply a generous wash coat of floor etching solution and allow the reaction to completion. Rinse thoroughly with clean water to remove any excess acid and allow to dry before painting.

Caution:
- Use Gloves and goggles and nose masks during application. In case of contact with skin or clothing, the affected areas should be washed with water immediately.
- Recommended for use in well ventilated places.