PLASCON MARBLE STUCCO

TYPE:
Plascon Marble Stucco is water-based putty that offers marble effect suitable for interior use with proper application techniques.

SALIENT FEATURES:
- High Solids,
- Easy to apply,
- No shrinkage or cracking.

FIELD OF APPLICATION:
Can be used to design special pattern/ marble effects on a properly primed new surface. For previously painted surfaces, first apply 1 coat of Plascon Acrylic Primer Sealer Undercoat after the necessary surface Preparation. Stir content thoroughly before use.

TECHNICAL INFORMATION:

FINISH:
Smooth shiny finish.

COLOURS/SHADES AVAILABLE:
White and colors

DRYING TIME:
1-2 hours depending on film thickness and atmospheric conditions.

COVERAGE:
2-4M² per Kg, depending on surface, irregularity and design or pattern used.

/2

Toxic/Harmful
Dangerous for the Environment
PLASCON MARBLE STUCCO

FLASH POINT: Non-Flammable

THINNER FOR MIXING AND CLEANING: Clean water if required – clean tools and brushes immediately after use.

SURFACE PREPARATION - ROUTINE: For new surface, sand the surface properly and apply 1 coat of Plascon Acrylic Primer Sealer Undercoat White. For previously painted surface, scrub any loosely bound paint and wire-brush, apply 1 coat Plascon Plasco Binder followed with 1 coat Plascon Acrylic Primer Sealer Undercoat White.

APPLICATION: Trowel and Putty Knife.

PACKAGING: 1Kg, 5Kgs and 30Kgs

STORAGE: Store in a cool & dry place

SHELF-LIFE: 6 months, if stored as required.

PRECAUTIONS: Keep the container closed after use. Do not intermix with other products.

SAFETY MEASURES

1. Store the container in a tightly closed condition in a cool dry and well-ventilated area, away from children, heat and direct sunlight.

2. If swallowed seek medical attention immediately.

3. Do not store foodstuff in the used empty container.

4. Dispose off the empty container in a safe manner as per local regulations.

Toxic/Harmful

Dangerous for the Environment